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C Fiber Optics Components C RF Cable andAssemblies
and Accessories

C Fiber Optics Cables
¢ RF Connectors

C Baluns Coaxial Connectors

¢ TestiInstruments




Fiber Optics
Components & accessories
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' ¢ Optical Fiber Ferrule

,i Features
& Smooth fiber
+ Insertion High Durabilit
Reliability
¢ Reduced Assembly Time
+ Available For Angle PG Application

y and Connection

Applications
# Optical Fiber Connector

& Optical Device

* 1 e .
................................. Customised Specification available on request!
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e LP/DP Pigtails

) Features and Benefits
| \ \,' # Optical performance 100% factory tested
\‘ ‘ "\ # Customize assembliesavailable
| t - : :
4 Precision ceramic ferrule with end face
P \ geometry per IEC proposal
\ l ‘\ # Environmentally stable
Specification Application
Characteristics | Conditions | Values + Optical Module (LD, PD)
Insertion Loss <0.2dB + Passive device
# Active device termination
Return Loss SPC >45dB ,
4 Instrumentation
uPC >55dB # AR-Coating available
APC >65dB
AdPC >40dB
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' ¢ Optical Fiber Patchcords

=

7
-—
.

illllllll!---
‘Illllhlllr—-
E2000 5%

MU 7 MT -RJ
(f Features Applications )
4 Optical performance 100% factory tested # Optical Module(LD,PD)
# Customized assemblies available # PassiveDevice
# Precision ceramic ferrule with endface # Active device termination
geometry # Instrumentation
k&} Environmentally stable J
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w. ' Optical Fiber Coupler

Features
+ Low Excess Loss
+ High Directivity
+ Compact Size
# Environmentally stable and reliable

Applications
+ CATV, FTTH, IMT2000
+ High Speed Transmission System
+ EDFA(Erbium-Doped Fiber
Amplifier)
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Applications

# Telecommunication Network,
+ CATV Networks,
4+ Data Communication Networks |,

Features

+ Compliant with: JIS, IEC, Bellcore;
J + Ceramic or Phosphorous Bronze SleevesAvailable ;

g 15 # Convenience and easy of handling;

# Flanged or threaded mounting hardware;

# Various Types available.

K

+ |nstrumentation |
# LocalAr ea Net wor ks é
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' ¢ Optical Connectors

Features

High Connectability
High precision

Low insertion loss

Low backreflection
Easyto handle
Environmentally stable

FC
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Applications

CATV, System

Fiber Optic Telecommunication
Optical Network Equipment

High Speed Transmission System
Testing instruments

Bi-directional Systems EDF

# # & & &+ &
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' ¢ Optical Fiber Attenuator

Features

Optical performance 100% factory tested
PC, UPC and APC available

Polarization insensitive

Compact design fits in existing
connections or patch panels

Convenience and easy of handling

¢ ¢ ¢ ¢

$

ST SC

Applications
Telecommunication Networks
CATV Networks

Data Communications Networks
Instrumentation

Local Area Networks

¢ ¢ ¢ ¢ ¢
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e Optical Terminator

Features
Optical performance 100% factory tested

Easy installation as plug type

Precision ceramic ferrule with endface geometry per IEC proposal
Adapt attenuation point to creating termination effect

Stability against changes in external environmental condition
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Applications
Telecommunication Networks
Instrumentation

Active device termination
CATV Networks

EDFA

¢ ¢ & ¢ @
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e Optical Closures

; Test -ition

1 " Air tightness 6 psi

-. E Impact -200 2.4kg 1m

| | Tensil dia x 34kg

| Temp cycling - 400 ~ +800
Submersion 1.5m 480h
Vibration 50 55Hz 60cycles
| UV resistance 390W/m2 500h
Features Applications

Telecommunication,

CATV Systems,

Local Area Networks,

Data Communication Networks]|

4 Provides branching entrance cable
ports eachend.

4+ Excellent sealing provides water tight
and vibration .

4+ Simple and fast installation .

4+ Easy re-entering for additional splicing

& & & &
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2c Fiber Distribution Frame

Features
# Fiber terminati
+ Low weight < 2kg
+ Customized front panels ava
Y1 solution available with up to
ble with mosl cable man

on / Connection ports option

ilable
96 fibers
agement system

v
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Agglications
ion Network

4 Telecommunicall

+ CATV Network

+ Data Communication Network
# Active Device Termination
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